
TECNAC
COALESCENT  HORIZONTAL OIL SEPARATOR

INSTALLATIONINSTALLATION

Movement and elevation instructions:
1 - The container incorporates rings (1-2), for lifting.
2º- Use the lifting means recommended for this load, 
following the recommendations of the manufacturers of 
the different lifting accessories.
4º- Do not move in case of any doubt.
5º Arrange in a place free of obstacles and well leveled.
6º The container incorporates a ring to raise the flange 
(3). Do not use to raise the container.

Instructions prior to installation:
1º Make sure that the component has no impact or 
visual defect.
2º Eliminate the possible obstacles, both horizontal 
and vertical.
3º Have the minimum recommended area to carry out 
maintenance tasks
4º Use the rings 1-2 for their movement.
5º Do not use the ring 3 as a lifting element.
6º Ring 3 is to raise the flange.

Replacement or access to the filters for checking:
1º It is done by removing the flange 
2º Make sure there is no pressure inside the 
component.
3º Loosen and unscrew the screws, in the opposite 
direction of tightening (see figures).
4º Remove the flange.
5º Loosen and remove the nuts of the filters.
6º Move back the filters farther away, to facilitate space 
of the fronts.
7º Without making any effort, slightly move the filters 
backwards and remove the filters one by one.
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TECNAC
COALESCENT OIL SEPARATOR FOR SCREW COMPRESSORS

Screw Tightening Method:
When applying the tightening this is done in a unitary and sequential way, in the figures you can check a 
logical sequence:

1º- Lightly lubricate the screws.
2º- Tighten with a key until there are 2 - 3 steps of thread on the nut.
3º - Tighten each screw to one third of the required final tightening torque following the diagram.
4º- Increase the tightening torque up to two thirds following the diagram.
5º- Increase the tightening torque to the total torque following the diagram.
6º- Perform the final torque on each screw in a clockwise direction from the 16th screw- until the end.

Tightening torque:

Recommendations:
1º- Make sure that the component has not suffered any damage.
2º- Carry out a leak test before the start-up of the system, this will make it possible to identify any transport damage, manipulation, tensions, etc., that are not desired.
3º Check the filters 48 hours after start-up.
4º Check the filters after six months of operation, the differential pressure of the filter should not exceed 500mbar.
5º Change the filters in case of apparent dirt or if the previous differential pressure has been exceeded.
6º If we find dirt in the container, perform a deep cleaning.

Screw Tightening torque  (m/kgf)

M24 55 - 60

M30 110 - 120

Minimum Free Height:

Height Filter (mm)

SACH-333L / SACH-385L 462

SACH-655L / SACH-900L 680

SACH-1450L 680

SACH-2024L 680
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