VERTICAL LIQUID RECEIVERS
RECIPIENTES DE LIQUIDO VERTICAL

The liquid receivers ensure the compensation of the variations in
the volume of the refrigerant gas in the installations, which are due
to the differences in operating temperature in different seasons and
to the opening and closing sequences of the expansion valve that
fills or not the evaporator of your refrigerant gas

Allow the refrigerant gas of the installation to be stored, for
maintenance or repair operations

Los depositos de liquido aseguran la compensacion de las variacio-
nes de volumen del gas refrigerante en las instalaciones, las cuales
son debidas a las diferencias de temperatura de funcionamiento en
diferentes estaciones y a las secuencias de apertura y cierre de la

valvula de expansion que llena o no el evaporador de su gas refri-
gerante

Permiten almacenar el gas refrigerante de la instalacién, para las

MODEL BAV-18 operaciones de mantenimiento o reparacion

MODELO BAV-18:

MAXIMUM WORKING PRESSURE: 32 bar cn c €
MAXIMA PRESION DE TRABAJO: 32 bar
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Valves Safety valve DIMENSIONS
Valvulas DIMENSIONES (mm
32bar Model Code | v Vilvula | Sight glasses (mm)
Kg Vol (L) s :
. 0 Modelo | Cédigo IN inch OUT inch eguridad | yisores (1)
20/100°C o L* T | AAT* | B*
Entrada Salida
CAT. Il BAV-18 12.004 15 18 7/18” ODS 1" X 5/8” ODS 3/8” - 273 435 300 -/ 267 -
CAT. Il RV-30 0.8001 26 30 13/4"x11/8" | 11/4"x7/8" 3/8" 3] 273 642 | @220 [123/180| 123
RV-45 0.8002 33 45 13/4"x11/8" | 13/4”x11/8" 3/8" 3 273 925 | @220 [116/180| 216
CAT. Il RV-60 0.8003 40 60 13/4"x13/8" | 13/4"x11/8" 3/8" 3 323,9 | 865 | @280 |130/180| 215
RV-90 0.8004 61 90 21/4"x15/8" | 13/4"x13/8" 1/2" 3 323,9 | 1200 | @280 |125/180| 250
RV-120 0.8005 73 120 21/4"x21/8" | 21/4” x 1 5/8" 2x1/2" 5) 323,9 | 1680 | @280 |150/180| 350
RV-150 0.8012 94 150 21/4"x21/8" | 21/4" x 1 5/8" 2x1/2" 5 406.4 | 1356 | @355 [150/190 | 350
RV-180 0.8006 111 180 21/4"x21/8" | 21/4" x 1 5/8" 2x1/2" 5 406,4 | 1606 | @355 [165/184 | 350
RV-250 0.8013 133 225 21/2" 21/4"x21/8" 2x1/2" 5 406 | 1766 | @355 |165/184 | 280
RV250 (610) [oX:Iopt:] 185 250 21/2" 21/4"x21/8" 2x1/2" 3 610 | 1032 | @530 |205/263 | 305
RV-350 0.8008 208 350 3" 21/2" 2x1/2" 5 610 | 1442 | @530 |205/263 | 344
RV-500 0.8009 253 500 3" 21/2" 2x1/2" 5 610 | 1780 | @530 |237/253 | 389
RV-750 0.8010 397 750 4" 3" 2x1/2" 5 610 | 2738 | @530 [253/253 | 405
CAT. IV
RV-750 (813) BR:[0p1] 540 750 4’ & 2X1/2" 3 813 | 1670 | Q640 |250/340 | 388
RV-1000 0.8011 570 1000 5" 4" 2x1/2" 5 813 | 2040 | Q640 [235/330| 375
RV-1250 0.8007 710 1250 & 4’ 2x1/2" 5 813 | 2540 | Q640 [310/330| 640
RV-1500 0.8014 830 1500 5" 4" 2x1/2" 5 813 | 3040 | Q640 [310/350 | 640
RV-2000 0.8015 960 2000 5" 4" 2x1/2" 5) 914 | 3182 | Q640 |273/382| 503
RV-2500 0.8018 | 1350 2500 5" 4" 1” 5 914 | 4169 | Q640 [310/382 | 640
NOTE:

For the models / Para los modelos :
V-250, RV

-250, RV-350, RV-500, RV-750, RV-1000, RV-
and RV-2000, RV-250-42'Y RV250(610)-42

Valves 2 2", 3”,4” y 5”
Vélvulas 2 %", 3", 4’y 5

CONSULT FOR R410A
CONSULTAR PARA R410A

1250, RV-1500

* TOLERANCE *3%
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CO, VERTICAL RECEIVERS
RECIPIENTES VERTICALES PARA CO,

MAXIMUM WORKING PRESSURE: 45 bar
MAXIMA PRESION DE TRABAJO: 45 bar

Auxiliar
(Optional)

Max Level Detector
( Optionall
DETECTOR NIVEL MAXIMO

"

Min Level Detector
=,
DETECTOR NIVEL MINIMO ™,

OPTIONAL / OPCIONAL

Safety

-

The liquid receivers ensure the compensation of the variations in
the volume of the refrigerant gas in the installations, which are due
to the differences in operating temperature in different seasons and
to the opening and closing sequences of the expansion valve that
fills or not the evaporator of your refrigerant gas

Allow the refrigerant gas of the installation to be stored, for
maintenance or repair operations

Los depésitos de liquido aseguran la compensacion de las variacio-
nes de volumen del gas refrigerante en las instalaciones, las cuales
son debidas a las diferencias de temperatura de funcionamiento en
diferentes estaciones y a las secuencias de apertura y cierre de la

valvula de expansiéon que llena o no el evaporador de su gas refri-
gerante

Permiten almacenar el gas refrigerante de la instalacién, para las
operaciones de mantenimiento o reparacion
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ELECTRONICAL LEVEL DETECTOR
DETECTOR DE NIVEL ELECTRONICO

ACCORDING TO EACH MODEL
ACORDE A CADA MODELO

CODE / CODIGO: A-005308
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45bar -10/100°C (Subcritical / Subcritico) ORI e CTIONS /
Sightglass| Safety Min. Level Conex.

in. Leve Max. Level | Level
ol G v | 8 | k| W | we | our | veeres | e | o | avcar [p0Seclr | Coum
Min. Nivel Max. | de Nivel

Seguridad

CAT. Il VIOl 91001 | 10 | 159 | 620 | 7/8"ODS - 1/2" ODS 2 1/2" NPT | 1/2" NPT - - -

CAT. Il CUALRM 91.002 | 15 | 159 | 920 | 7/8"0ODS - 1/2" ODS 2 1/2" NPT | 1/2" NPT . - -
CAT. I GOl 91.003 [ 30 | 219 | 900 | 7/8"0ODS | 7/8"ODSs | 7/8" ODS 2 1/2" NPT | 1/2" NPT | 7/8"ODS | 1/2" NPT Agﬁ;:’r}fx
CAT. I CAVZERONMl 91.004 | 45 | 219 | 1343 | 7/8" ODS | 7/8" ODS | 7/8" ODS 2 1/2" NPT | /2" NPT | 7/8"ODS | 1/2" NPT Agﬂ’r‘ﬁx
CAT. I ANl l 91.005 60 | 273 | 1192 | 7/8" ODS | 7/8" ODS | 7/8" ODS 2 1/2" NPT | 1/2" NPT | 7/8"ODS | 1/2" NPT Agﬁrm"r‘]fx
cAT. v IVEI N NPi& N 91.006 [ 90 | 273 | 1684 | 7/8" ODs | 7/8" ODS | 7/8" ODS 2 1/2" NPT | 1/2" NPT [1-1/8" ODS| 1/2" NPT Agﬁ'n:?ﬁx
cAT. IV VIR NELEN 91.007 | 90 | 355 | 1108 | 7/8" ODS | 7/8" ODS | 7/8" ODS 2 1/2" NPT | 1/2" NPT [1-1/8" ODS| 1/2" NPT Ag‘jrm"r‘ﬁx
CAT.Iv VPR o1.008 [ 120 | 323 | 1700 | 7/8" ODs | 7/8" ODS | 7/8" ODS 3 1/2" NPT | 1/2" NPT [1-1/8" ODS| 1/2" NPT Agﬁrn:’r‘ﬁx
CAT. IV [P NEEY o1.000 | 120 | 355 | 1446 | 7/8" ODS | 7/8" ODS | 7/8" ODS 3 1/2" NPT | 1/2" NPT [1-1/8" ODS| 1/2" NPT Agﬁrn:’rfx
CAT.Iv [VEIRMMM o1.010 [ 150 | 406 | 1396 [11/8" ODS|1 1/8" ODS|1 1/8"0DS| 3 1/2" NPT | 1/2" NPT [1-3/8" ODS| 1/2" NPT Agﬁ;:’r‘]fx
CAT.Iv [VZENROMMM o1.011 | 180 | 406 | 1646 [11/8" ODS|11/8" ODS|11/8"0DS| 3 1/2" NPT | 1/2" NPT [1-3/8" ODS| 1/2" NPT Agﬁ;:’r‘]fx
CAT.Iv [AVZEIRMMM o1.012 [ 250 | 406 | 2000 [11/8"ODS|11/8" ODS|11/8"0DS| 3 1/2" NPT | 1/2" NPT [1-5/8" ODS| 1/2" NPT Agﬁrn:’r‘]fx
CAT.Iv [N o1.013 | 300 | 406 | 2600 [11/8"0ODS|11/8"ODS|11/8"0ODS| 3 1/2" NPT | 1/2" NPT [1-5/8" ODS| 1/2" NPT Agﬂ’r‘ﬁx
cAT. IV YRR 91.014 | 300 | 508 | 1763 [11/8"ODS|11/8" ODS|11/8"ODS| 3 1/2" NPT | 1/2" NPT [1-5/8" ODS| 1/2" NPT Agﬁrn:m’x
CAT.Iv [SVZIIROMM o1.047 [ 400 | 508 | 2350 [15/8"ODS|15/8" ODS|158" 0DS| 3 1/2" NPT | 1/2" NPT |2 1/8" ODS| 1/2" NPT Agﬁrn:’r‘]fx
CAT.Iv VAR o1.048 [ 500 | 610 | 1780 [15/8" ODS|15/8" ODS|1 58" 0DS| 5 1/2" NPT | 1/2" NPT |3 1/8" ODS| 1/2" NPT Agﬁrn:’r‘]fx
CAT.Iv [N o1.049 | 750 | 610 | 2738 [15/8"ODS|15/8" ODS|15/8"ODS| 5 1/2" NPT | 1/2" NPT |4 1/8" ODS| 1/2" NPT Ag‘jrn:’r‘ﬁx
CAT.Iv [ISVZIII N o1.050 | 1000 | 813 | 2040 [21/8"ODS|21/8" ODS|21/8"ODS| 5 1/2" NPT | 1/2" NPT |25/8" ODS| 1/2" NPT Ag‘jrn:’r‘rfx
CAT.Iv [ISVZPEINIOMM o1.051 | 1250 | 813 | 2540 [21/8"ODS|2 1/8" ODS|21/8"ODS| 5 1/2" NPT | 1/2" NPT |3 5/8" ODS| 1/2" NPT Ag‘jrn:’;fx
CAT.Iv [SVZEIRIo MM o1.052 1500 | 813 | 3040 [21/8" ODS|21/8" ODS|21/8"0ODS| 5 1/2" NPT | 1/2" NPT |4 1/8" ODS| 1/2" NPT Agﬁ;{:’r};’x

NOTE:

* TOLERANCE *3%
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CO, VERTICAL RECEIVERS (TRANSCRITICAL)
RECIPIENTES VERTICALES PARA CO, (TRANSCRITICO)

MAXIMUM WORKING PRESSURE: 130 bar
MAXIMA PRESION DE TRABAJO: 130 bar

Seguridad
-Safety
M 3 Exchanger
,./”'LLE_' L‘x_ Intercambiador
I i (N1 11111 (Optional)
Auxiliar
(Optional)’ Nz | IN (1)
pls e — &I
L]
T _ ouT
= ——8— =0

OPTIONAL / OPCIONAL

The liquid receivers ensure the compensation of the variations in
the volume of the refrigerant gas in the installations, which are due
to the differences in operating temperature in different seasons and
to the opening and closing sequences of the expansion valve that
fills or not the evaporator of your refrigerant gas

Allow the refrigerant gas of the installation to be stored, for
maintenance or repair operations

Los depésitos de liquido aseguran la compensacion de las variacio-
nes de volumen del gas refrigerante en las instalaciones, las cuales
son debidas a las diferencias de temperatura de funcionamiento en
diferentes estaciones y a las secuencias de apertura y cierre de la

valvula de expansion que llena o no el evaporador de su gas refri-
gerante

Permiten almacenar el gas refrigerante de la instalacion, para las
operaciones de mantenimiento o reparacion

ca C€

SAFETY VALVE
VAL. SEGURIDAD
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ELECTRONICAL LEVEL DETECTOR
DETECTOR DE NIVEL ELECTRONICO

ACCORDING TO EACH MODEL
ACORDE A CADA MODELO
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60 bar -10/80°C OPTIONAL / OPCIONAL
Safety Min. Level Max. Level [ oo oor
Model Code V(L) (%] L* IN (1) IN (2) ouT Sightglass | Connection | Detector/ Conex. Detector / Interca?n-
Modelo Codigo mm mm Visores | Conex. Seg | Detector Auxiliar Detector [
Nivel Min. Nivel Max.
RV10-60bar-TR 91.015 10 460 - . - -
RV15-60bar-TR 91.016 15 193 650 - 1/2"0DS - -
RV30-60bar-TR 91.017 30 642
RV45-60bar-TR 91.018 45 925 " 7/8" ODS
RV60-60bar-TR 91.019 | 60 | 27° [1e2| 778 OPS 218" 0Ds | 778" oDS
RV90-60bar-TR (273) 91.020 %0 1684
RV90-60bar-TR (355) 91.021 355 1060 1-1/8" ODS
RV120-60bar-TR 91.022 1413
S 21.023 1150 1368 1"NPT | 1/2NPT | 1/2" NPT [1-3/8" ODS 5/8"
RV180-60bar-TR 91.024 1180 | 406 =225 {1 4/8" oDSs|1-1/8" ODS|1-1/8" ODS 1/2" NPT
RV250-60bar-TR 91.025 | 250 2000 | - ) ) 1-5/8" ODS
RV300-60bar-TR 91.026 | 300 2792 )
RV400-60bar-TR 91.053 | 400 | 508 | 2350
RV500-60bar-TR 91.054 | 500 [ 610 [ 1780 (1 5/8" ODS|1 5/8" ODS|1 5/8" ODS 2 1/8" ODS
RV750-60bar-TR 91.055 | 750 | 610 | 2738
RV1000-60bar-TR 91.056 | 1000 [ 813 | 2040
RV1250-60bar-TR 91.057 | 1250 [ 813 | 2540 (2 1/8" ODS|2 1/8" ODS|2 1/8" ODS 2 5/8" ODS
RV1500-60bar-TR 91.058 | 1500 [ 813 | 3040
90 bar -10/100°C 80 bar -10/120°C OPTIONAL / OPCIONAL
: Safety Min. Level Max. Level
Model Code V(L) 2 L* IN (1) IN 2) ouT ilgr{;?;:;? Connection | Detector/ | Conex. | Detector/ Eﬁgﬁgﬁ?_r
Modelo Codigo mm mm s Conex. Seg | Detector Auxiliar Detector bt
Nivel Min. Nivel Max.
RV10-90bar-TR 91.039 10 460 - . - -
RV15-90bar-TR 91.066 15 193 650 - 1/2"0DS - -
RV30-90bar-TR 91.067 30 642
RV45-90bar-TR 91.068 45 925 N 718" ODS
RV60-90bar-TR 91,042 | 60 | 27> [11ez | /¥ OPS P .
RV90-90bar-TR (273) 91.069 90 1684
RV90-90bar-TR (355) 91.070 355 1060 1-1/8" ODS
RV120-90bar-TR 91.071 1413
RV150-90bar-TR 91.044 | 150 1396
1" NPT 1/2" NPT 1/2" NPT | 1-3/8" ODS 5/8"
RV180-90bar-TR 91.072 1 180 | 40 1948 1, 1/8" ODS|1-1/8" ODS|1-1/8" ODS 1/2' NPT
RV250-90bar-TR 91.073 | 250 2000 |~ ) ) 1.5/8" ODS
RV300-90bar-TR 91.074 | 300 2792 )
RV400-90bar-TR 91.041 400 | 508 | 2350
RV500-90bar-TR 91.075 | 500 | 610 | 1780 [1 5/8" ODS|1 5/8" ODS|1 5/8" ODS 2 1/8" ODS
RV750-90bar-TR 91.076 | 750 | 610 | 2738
RV1000-90bar-TR 91.077 | 1000 | 813 | 2040
RV1250-90bar-TR 91.078 [ 1250 | 813 | 2540 |2 1/8" ODS|2 1/8" ODS|2 1/8" ODS 2 5/8" ODS
RV1500-90bar-TR 91.079 | 1500 | 813 | 3040
130 bar -10/80°C
OPTIONAL / OPCIONAL
90 bar -40/80°C
oty Min. Level Max. Level Exchanger
Model Code (4] L* Sightglass q Detector/ | Conex. Detector / ;
Modelo Cadigo Vi mm | mm LI e out Visores Seguridad Detector Auxiliar  |DetectorNi- InterggTbla-
Nivel Min. vel Max.
RV10-130bar-TR 91.027 10 460 - . - -
RV15-130bar-TR 91.028 15 193 650 - 1/2"0DS - -
RV30-130bar-TR 91.029 | 30 642
RV45-130bar-TR 91.030 | 45 925 " 7/8" ODS
RV60-130bar-TR 91.081 | 60 | 2'° [A192 | /8" OPS 218" ops | 778" obS
RV90-130bar-TR (273) 91.032 90 1684
RV90-130bar-TR (355) 91.033 355 1060 1-1/8" ODS
RV120-130bar-TR 91.034 1413
RV150-130bar-TR 91.085 | 150 1396
— 1" NPT 1/2" NPT | 1/2" NPT | 1-3/8" ODS 5/8"
RV180-130bar-TR 91.036 | 180 1 406 (245 11.1/8" ODS|1-1/8" ODS|1-1/8" ODS 1/2" NPT
RV250-130bar-TR 91.037 | 250 2000 1-5/8" ODS
RV300-130bar-TR 91.038 | 300 2600
RV400-130bar-TR 91.069 | 400 | 508 | 2350
RV500-130bar-TR 91.060 | 500 | 610 | 1780 |1 5/8" ODS|1 5/8" ODS|1 5/8" ODS 21/8" ODS
RV750-130bar-TR 91.061 | 750 | 610 | 2738
RV1000-130bar-TR 91.062 | 1000 | 813 | 2040
RV1250-130bar-TR 91.063 | 1250 | 813 | 2540 |2 1/8" ODS|2 1/8" ODS|2 1/8" ODS 2 5/8" ODS
RV1500-130bar-TR 91.064 | 1500 | 813 | 3040
NOTE:
* TOLERANCE *3%
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