PRIMARY CIRCUIT OIL SEPARATOR FOR SCREW COMPRESSORS
SEPARADORES DE ACEITE PRIMARIO PARA COMPRESOR DE TORNILLO

MAXIMUM WORKING PRESSURE: 32 bar
MAXIMA PRESION DE TRABAJO: 32 bar

ca C€

Refrigerant Outlet / Salida refrigerante

Service Valve / Vélvula de servicio

Safety Valve / Valvula de Seguridad

Refrigerant Inlet / Entrada Refrigerante

Level Detector Connection / Conexion de indicador de nivel
Oil Heater / Calentador de Aceite

0il Thermostat / Termostato de Aceite

Oil Inlet / Llenado de Aceite

Oil Outlet / Salida de Aceite
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OPTIONAL / OPCIONAL
OIL THERMOSTAT OIL HEATER (0.04 Tons) | ELECTRONICAL OIL LEVEL DETECTOR SERVICE VALVE ROTALOCK VALVE SAFETY VALVE
TERMOSTATO DE ACEITE RESISTENCIAS (140W) DETECTOR DE NIVEL ELECTRONICO | VALVULA DE SERVICIO | VALVULA ROTALOCK VAL. SEGURIDAD
”
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A-005071 A-005074 (140W) A-005256 A-005016 A-005001-02 'A-005039+ A-005136 (X2)
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32 BAR I VOSJIkIIE cg;m N2OIL | REFRIGERANT INLET | REFRIGERANT
mooeL/mopeo | P/ | | @ c* | L* |VOWME(W soRs/Ne | HEATER | oo A REFRIGE. | OUTLET SaLiDA | _ OLOUTLET SAFETY | OILFILLING INLET
- CODIGO {mm) | (mm) | (mm) [ VOLUMEN N RESIS- SALIDA ACEITE [SEGURIDAD | LLENADO DE ACEITE
TOTAL(L) | VOLUMEN MAXCOM- | To0 RANTE REFRIGERANTE
10/1202C ACEITE(L) | PRESORES
Adapter Adapter " » 2
CAT. I SAP-18L 36.005 | 40 | 273 | 688 | 912 40 18 2 1 DN50 13047 X1 508" | 13 w1 4en | V2INPT| 1% xTi8
Adapter " » 3
CAT. I SAP-40L 36.001 | 85 | 323 | 974 [1262 80 40 3 2 DN 65 DN 65 134" w1 age | V2NPT| 1% X718
CAT.IV SAP-90L 36.002 | 214 | 508 | 1222 (1685 228 20 6 3 DN 100 DN 100 21 aﬂ?ﬁeglsn U2'NPT | 1%” X7/8”
CAT.IV SAP-140L 36.003 |325| 610 | 1174 (1667 385 140 6 3 DN 100 DN100 |, a‘,’,g?‘ze: jgn | V2"NPT [ 1% x7/8”
CAT. IV SAP-250L 36.004 |473| 610 | 1924 (2647 655 250 6 4 DN 125 DN 125 1U2"NPT | 1%” X7/8”
CAT.Iv [ UEITIN(-LIEIM 36.024 |474| 813 | 1086 1564 655 250 6 4 DN 125 DN 125 31/8"0DS |1/2"NPT| 1%”X7/8”
CAT.IV SAP-320L 36.011 | 510| 813 | 1585 (2063 | 900 320 6 4 DN 125 DN 125 1U2"NPT | 1 %" X7/8”
CAT. IV SAP-450L 36.048 | 700| 914 | 2206 (2796 | 1450 450 6 5 DN150 DN150 1U2"NPT | 1 %" X7/8”
41/8" ODS
CAT. IV SAP-600L 36.049 | 850 | 914 | 3095 (3824 2024 600 6 5 DN200 DN200 1U2"NPT | 1 %" X7/8”
NOTE:
* TOLERANCE 3%
SELECTION / SELECCION
Maximum suction volume flow (m3/h)
High Temperature range - Air Conditioning Medium Temperature range - Standard .
to=+52C/tc=+352C to=-10°C/tc=+35°C Low Temperature range - Freezing
to=-352C/tc=+352C
R134a R404A / R507A R134a R404A / R507A
SAP-18L 250 220 300 300 300
SAP-40L 579 438 660 620 660
SAP-90L 1158 840 1317 1180 1317
SAP-140L 1319 1179 1317 1317 1317
SAP-250L 2050 1900 2300 2100 2500
SAP-320L 2200 2080 2420 2250 2510
SAP-450L 2536 2484 2689 2586 2800
SAP-600L 2888 2905 2970 2938 3114
Other conditions consult : https://selector.tecnac.net/
Otras condiciones consultar: https://selector.tecnac.net/
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PRIMARY CIRCUIT OIL SEPARATOR FOR SCREW COMPRESSORS
SEPARADORES DE ACEITE PRIMARIO PARA COMPRESOR DE TORNILLO

C€

MAXIMUM WORKING PRESSURE: 32 bar
MAXIMA PRESION DE TRABAJO: 32 bar
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I [ 5[: / ; ! 1-  Refrigerant Outlet / Salida refrigerante
e ! 2- Service Valve / Valvula de servicio
i i 3-  Safety Valve / Valvula de Seguridad
| | 4-  Refrigerant Inlet / Entrada Refrigerante
i ! 5-  Level Detector Connection [ Conexion de indicador de nivel
i ! 6-  Oil Heater / Calentador de Aceite
i | 7-  Oil Thermostat / Termostato de Aceite
| | 1l 8 OilInfet / Llenado de Aceite
1 i ; E 9- Ol Outlet / Salida de Aceite
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SAP-18L-NH;
OPTIONAL / OPCIONAL
OIL THERMOSTAT OIL HEATER (0.04 Tons) ELECTRONICAL OIL LEVEL DETECTOR SAFETY VALVE
TERMOSTATO DE ACEITE RESISTENCIAS (140W) DETECTOR DE NIVEL ELECTRONICO VAL. SEGURIDAD
A-005071 A-005074 (140W) A-005256 A-005187 + A-005207 (X2)
OIL OUT / SALIDA DE ACEITE
SAP-18L-NH. Rotalock Valvel 3/4” x1 3/4” UNF + Adapter 1 3/4” x 1 1/8” (DN25) A -005219 + A -004110
SAP-40L-NH. Rotalock Valvel 3/4” x1 3/4” UNF + Adapter 1 3/4” x 1 3/8” (DN32) A -005219 + A -004111
SAP-90L-NH. Rotalock Valve2 1/4” X 2 1/4” UNF + Adapter 2 1/4” x 1 5/8"(DN40) A -005220 + A -004176
SAP-140L-NH. Rotalock Valve2 1/4” X 2 1/4” UNF + Adapter 2 1/4” x 2 1/8"(DN50) A -005220 + A -004177
SAP-250L-NH.
Valve 3" (DN80) A-005020
SAP-350L-NH.
SAP-450L-NH.
Valve 4" (DN100) A-005023
58 | sap-600L-NH,




TOTAL VOSJIILVIE cgn:mxs NeOIL | REFRIGERANT | REFRIGERANT
MODEL / MODELO CODE/ ke /] c* | * |VOLUME (Y W/ SORs/Ne | HEATER INLET OUTLET OILOUTLET SAFETY | OILFILLING INLET
32 BAR CODIGO {mm) | (mm) | (mm)| VOLUMEN |\ /ho | ey dom. | N2 RESS- ENTRADA SALIDA SALIDA ACEITE |SEGURIDAD| LLENADO DE ACEITE
-10/120C TOTALW) | sceme(y) | PREsoRes | TENCIAS | REFRIGERANTE | REFRIGERANTE
-18L-] Adapter Adapter " Adapter
CAT.IV SAP-18L-NH; 36.006 | 40 | 273 | 688 | 912 40 18 2 1 DN50 1304 X1 | 134" x1 g7 | V2'NPT [ 1y 7/8m
Adapter D Adapter
CAT. IV SAP-40L-NH; 36.007 | 85 | 323 | 974 |1262 80 40 3 2 DN 65 DN 65 13047 X 138" | VZINPT [ 0oy an
Adapter " Adapter
CAT.IV SAP-90L-NH; 36.008 |[214 | 508 | 1222 | 1685 228 90 6 3 DN 100 DN100 |5 14y 1 s7ge| V2'NPT [ vy 7/6m
Adapter D Adapter
CAT. IV SAP-140L-NH, 36.009 [325| 610 | 1174 | 1667 385 140 6 3 DN 100 DN100 |5 44y 2 178 | V2"NPT [ 4 vy 7/8n
CAT.IV SAP-250L-NH; 36.010 [473| 610 | 1924 | 2647 655 250 6 4 DN 125 DN 125 V2'NPT [ f/\jf‘;t;;s,,
CAT. IV CYELIINEIRRN T 36.029 | 474 [ 813 | 1086 | 1564 655 250 6 4 DN 125 DN 125 31/8"0DS |1/2"NPT| Cﬁ,a )'Zt;/rs,,
" Adapter
CAT.IV SAP-320L-NH;- 36.012 | 510| 813 | 1585 | 2063 900 320 6 4 DN 125 DN 125 VNPT oy e
CAT.IV SAP-450L—NH; 36.046 | 700| 914 | 2206 [2796| 1450 450 6 5 DN150 DN150 U2'NPT 9‘35’;‘;;8,,
41/8" ODS -
CAT.IV SAP-600L—NH 36.047 [850 | 914 | 3095 [3824| 2024 600 6 5 DN200 DN200 12 NPT f/\:ff‘)’zt;/rs,,
NOTE:
* TOLERANCE £3%
SELECTION / SELECCION
Maximum suction volume flow (m3/h)
High Temperature range Medium Temperature range Low Temperature range
to=+52C/tc=+352C to=-102C/tc=+352C to=-352C/tc=+352C
SAP18L-NH3 155 230 298
SAP40L-NH3 318 438 451
SAP90L-NH3 640 899 902
SAP140L-NH3 959 1317 1319
SAP250L-NH3 1452 2050 2498
1750 2200 2510
SAP450L-NH3 2481 2587 2800
SAP600L-NH; 2900 2940 3117

Other conditions consult : https://selector.tecnac.net/
Otras condiciones consultar: https://selector.tecnac.net/
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